New Phoenix Version 10 Wafer Transfer systems.

MGI Electronics LLC is not what it used to be.

· We are implementing new strategies for controlling operating costs by improving the efficiency of our current manufacturing process.

· Leading edge technology in our automation designs is one area we are accomplishing this task

· The new Version 10 Phoenix Wafer Transfer System (WTS) is leading the way in this endeavor.

PLC CONTROLLER

A palm-sized PLC with a built-in Operator Panel.  The panel offers a graphic display screen and keypad.

The Graphic HMI display screen can show images, text, and graphs according to real-time parameters.  It can also display graphs based on historical values, to reflect trends of recorded data.

MODBUS

Use serial or TCP/IP MODBUS to create a multi-device network, and establish master-slave communication between PLCs and any connected device that supports the MODBUS protocol (SCADA systems, servos and other peripheral devices).  Any controller in the network may function as either master or slave.
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Sensor Indicators

Visual indicators are used for faster troubleshooting of sensor problems utilizing terminal blocks with LED’s.  The LED’s are indicators for the sensors mounted in the assembly from the top shelf down.  The green LED is coupled to power and the red LED’s are coupled to the sensors output.  When the sensor is blocked the red LED turns on or becomes brighter.
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Faster, Quiet smaRt Motors
The version 10 systems use the latest technology for motion control for Exceptional Performance and Smoothness.  All-in-one high performance brushless motors with integrated electronics and on-board electronics: driver, programmable motion controller and encoder for closed loop control increases functionality and repeatability.
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